
AdPack® Performance Sheet

AdPack® – high durability, excellent moisture adsorption

AdPack® – fast adsorption, immediate protection

High-level product protection against humidity
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Temperature & relative humidity
Silica gel AdPack 1g 23°C/75% R.H. silica gel 

AdPack 1g 40°C/75% R.H. silica gel  

AdPack 1g 25°C/80% R.H. silica gel

AdPack 1g 23°C/75% R.H. molecular sieve 

AdPack 1g 40°C/75% R.H. molecular sieve  

AdPack 1g 25°C/80% R.H. molecular sieve

Molecular sieve
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AdPack®  is made of very durable and tear-resistant Tyvek® 

material, which makes it virtually puncture-proof. There is 

a very low risk of product contamination or leakage during 

filling and usage. Tyvek® is a 100% HDPE, non-dusting and 

lint-free material that provides an excellent combination of 

barrier protection, durability and breathability.  

The AdPack® product family consists of drop-in low profile 

desiccant packs for the protection of moisture-sensitive drugs. 

AdPack® is highly permeable and ensures excellent moisture 

adsorption over the entire shelf-life of your product.

It is a cost-effective slot-in solution that was developed to 

meet global market needs. AdPack® is available all over the 

world and is compatible with standard dispensing equipment 

and filling lines.

Application:

•	 Pharmaceuticals (solid oral dosage)

•	 Medical devices (e.g. dry powder inhalers)

•	 Diagnostics

•	 Nutraceuticals

Moisture adsorption capacity of AdPack® after 24h  

for different climate conditions

Moisture adsorption capacity of AdPack® 1g molecular 

sieve as a function of time at different conditions

Moisture adsorption capacity of AdPack® 1g silica gel 

as a function of time at different conditions

AdPack®: reliable adsorption capacity of  
NLT 16% applies to different climate conditions

Silica gel: 
AdPack® adsorbs humidity quickly

Molecular sieve:  
AdPack® adsorbs humidity quickly

Tyvek® is composed of millions of microfibers. They are bonded 

together in form of a “maze“ that allows water vapor to pass  

through the natural pores in the microfiber structure. Once water 

vapor penetrates the sachet, it will be adsorbed by the silica gel 

or molecular sieve filling.



AdPack® – patient safety and regulatory compliance

AdPack® – excellent handling, low migration risk

AdPack® – clean pack separation

Width:  

16 mm

Width:  

19 mm

Width:  

22 mm

0.5 g 1.0 g 1.0 g 2.0 g 3.0 g

16 x 42 mm 19 x 45 mm 22 x 44 mm 22 x 55 mm 22 x 67 mm

AdPack® has a distinct shape that eliminates potential confusion 

with capsules or tablets, thus preventing accidental ingestion. 

AdPack® complies with all relevant European and FDA regulations 

for contact with food and drugs and is supported by  

a Type III DMF (No. 031075). 

Sanner AdPack®  offers all advantages of a GMP-compliant 

production, professional risk management, 100% traceability, as 

well as outstanding quality.

AdPack® is made with a lap seal which is flat without any layers 

sticking out. This ensures very good handling with existing filling 

lines. Many other desiccant packs are manufactured with fin seal 

- this overlapping seam risks to get stuck in the line during filling. 

Moreover, dust might get stuck underneath the seal.

Thanks to our controlled sealing process, there are no transparent 

parts in the lap seal of AdPack®. Lap seal

AdPack® is available as single pack or on reel. AdPack® on reel 

ensures a clean pack separation through a punch hole in the seal 

between the packs. Filling trials showed a more reliable pack  

separation compared with eye-mark cut signs, which results in  

a cleaner cutting during the filling process.

AdPack® can be filled with silica gel or molecular sieve.  

All dimensions are approximate. For product specifications,  

please contact our sales team.

Samples & Material Safety Data Sheets informing about necessary safety precautions when handling or storing Sanner products are available upon request.

This information corresponds to our current state of knowledge and serves as a general description of our products and their possible applications. Sanner makes no express or implied warranty regarding the information’s accuracy, 

adequacy, completeness or absence of faults, and assumes no liability regarding the use of this information. Each user of this product is responsible for determining the suitability of Sanner products for his particular application.

In addition, the following applies to sales to customers located in the United States and Canada: Sanner makes no express or implied warranty regarding the merchantability, suitability or fitness for a particular purpose of any product or 

service. Due to possible changes in our products and applicable national and international regulations and laws, the status of our products might change. Material Safety Data Sheets informing about necessary safety precautions when 

handling or storing Sanner products are available upon request and are provided in compliance with applicable law. Please make sure you obtain and review the applicable Material Safety Data Sheet information before handling any of 

these products. For additional information, please contact Sanner.

AdPack® is a registered Trademark of Sanner GmbH.

Copyright © Sanner GmbH Germany 2016
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Fin seal  


